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THE LOCATION, SIZE AND TYPE OF MATERIAL OF EXISTING UNDERGROUND UTILITIES BENCHMARK DATA J.U.LLE. INFORMATION

SCOPE_OF WORK INDICATED ON THE PLANS IS NOT REPRESENTED AS BEING ACCURATE, SUFFICIENT OR O DESCRIPTION NORTHING EASTING e, COUNTY: ADAMS

THE_PROJECT SCOPE CONSISTS OF WIDENING TAYMAY “C* FRom 50 £T. To | SOHrLETEe T S B T R e SERVICE “COMNE TN 10 1| CP J61 STANLESS STEEL ROD IN SLEEVE £200° SE_OF WINSOCK POST | 1,192,998.6670 | 2,000.0125220 | 76063 | S . SUNCY

§0 FT. USING A EITUMINOUS PAVEMENT SECTION PRKIR T0 A BITUMINOUS UNDERGROUND UTILITIES.  PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL NOTIFY 2 | CB-24 CHISELED "LI" NE CORNER CONCRETE AROUND DROP INLET = TSTIT | SECTION NO. 34

OVERLAY AS DETALED IN THESE CONSTRUCTION PLANS. ASSOCIATED KEY THE UTILITY COMPANIES OF HIS OPERATIONAL PLANS AND SHALL OBTAIN FROM THE 3 | cB-25 CHISELED "C1" NE CORNER CONCRETE AROUND DROP INLET - - 759.85 |  ADDRESS:  QUINCY REGIONAL ARPORT ~— BALDWIN FIELD

R E A A i RESPECTVE UTILITY COMPANIES DETAILED INFORMATION AND ASSISTANCE RELATIVE TO 4| PK NAIL AT RUNWAY END 31 1,191.936.0250 | 2,010470.4040 | - 1645 HIGHWAY 104 z

U o T G AND IR : THE LOCATION OF THEIR FACILITIES AND THE WORKING SCHEDULE OF THE COMPANES | \_5 [ NGS "UIN B2” BRASS DISK 1,192,474.3570 | 2,006921.7740] _ — / QUINCY, ILLINOIS 62305 2

» » j - FOR REMOVAL OR ADJUSTMENT WHERE REQUIRED. IN THE EVENT AN UNEXPECTED 217-885-3285 >
UTILITY INTERFERENCE IS ENCOUNTERED DURING CONSTRUCTION, THE CONTRACTOR - ~N &
RP U 0 SHALL IMMEDIATELY NOTIFY THE UTILITY COMPANY OF JURISDICTION. THE ENGINEER CRITICAL POINT DATA PROPOSED SAFETY PLAN

THE ARPORT SPONSOR MAY PROVIDE ADDITIONAL GUIDANCE AND TRANING RESTORED To SLRVCE AT ONCE Ao PAD FOR 57 THE CONTRAGTOR AT KO POINT NO. DESCRIPTION LATITUDE | LONGITUDE | ELEVATION GENERAL - THE QUINCY REGIONAL ARFORT 15 COMPRISED OF THREE RUNWAYS:

FOR AIRPORT SECURITY MEASURES. ARPORT SECURTY WILL BE MANTANED |  ANDIIONAL COST T0 THE CONTRACT. RUNWAYS 4-22 AND 18—36 WILL REMAIN OPEN AT ALL TMES. THE PROPOSED

AT ALL TIMES. THE CONTRACTOR WILL CLOSE AND LOCK THE EXSTING GATE \ y, | |ARCRAFT OPERATION LNE @ G OF 0 C 139560567 |or1115.26 | 76720 CONSTRUCTION MAY NECESSITATE CLOSING RUNWAY 13-31 IF THE CONTRACTOR IS

IN THE HAUL ROUTE AT THE END OF EACH WORKING DAY. ANY ACCESS CALL JU.LLE. FOR UTILITY INFORMATION AT 1-800-892~0123. \ - - 2/ WORKING WITHIN 200" OF THE RUNWAY CENTERLINE. PRIOR TO OPENING RUNWAY I3

GATES WILL BE CLOSED AT ALL TIMES WHEN NOT IN USE. IF CONTINOUS 13-31 FOR USE, THE CONTRACTOR WILL SMOOTH GRADE ALL AREAS WITHIN THE |9

HAULING IS REQUIRED, THEN THE GATE ACCESS WILL BE MONITORED TO SAFETY AREA TO THE SATISFACTION OF THE RESIDENT ENGINEER, ENSURE RUNWAY

PREVENT A BREACH FROM OUTSIDE, NON-CONSTRUCTION RELATED TRAFFIC. g LIGHTING 1S OPERABLE, AND REMOVE ALL TRAFFIC CONES, BARRICADES, AND I 5
CLOSURE CROSSES. IF NECESSARY, ALL WORK INCLUDED IN OPENING AND X o 3
UTILTY_NOTE CLOSING THE RUNWAY WILL BE CONSIDERED INCIDENTAL TO THE PROJECT D N0 | © & 8
ADDITIONAL COMPENSATION WILL BE ALLOWED. THE ARPORT MANAGER, OR HIS a = T
THE CONTRACTOR SHALL CONTACT ALL UTILITY COMPANIES AND AGENCIES DESIGNATED REPRESENTATIVE, WILL ISSUE ALL NOTICES TO AIRMAN (NOTAM) o o R T
WHICH HAVE LINES OR CONDUITS IN THE PROPOSED WORK AREA. ALL RELATED TO OPENING AND CLOSING PAVEMENTS THROUGHOUT THE PROJECT. <€ g
LINES AND CONDUITS SHALL BE LOCATED AND IDENTIFIED FOR DEPTH o=
BEFORE ANY EXCAVATION BEGINS. THE CONTRACTOR WILL CALL J.U.LLE. ) s IDENTIFICATION — WHEN THE CONTRACTORS VEHICLES AND EQUIPMENT ARE ON < U E: e
&Egg%gﬁaff&#%)mgn AFCYCgLLMPﬁHDETéigRgg%EN OLT ‘IJSU JSEUTC‘S%TE@ACTOR S | THE AIRPORT THEY SHALL BE PROPERLY MARKED WITH THREE (3 FOOT SQUARE % z5 .
- CHECKERED FLAGS (INTERNATIONAL ORANGE AND WHITE). THE CONTRACTOR WILL O = &
t%’ggreg’ﬂ”IJE&SES&%%EB";?&%‘;%BUwfm L%ErfTEwon's o | ALSO PROVIDE WORKERS WITH SOME TYPE OF TAG OR GARMENT TO IDENTIFY THE o g 8 <
EXPENSE PRIOR TO THE START OF CONSTRUCTION ACTVITIES. RUNWAY 18-36-———r] PERSON 45 BEING PART OF THE CONSTRUCTION. CREW. i z©
RADIO CONTROL ~ THE CONTRACTOR WILL BE REQUIRED TO BE IN TWO-WAY P
HEIGHT _OF CONSTRUCTION_EQUIPMENT 1 RADIO CONTACT (123.00 MHz) WITH THE AIRPORT UNICOM. THIS WILL KEEP THE (23 %
CONTRACTOR IN CONSTANT CONTACT WITH THE QUINCY REGIONAL AIRPORT AND
T T e ENABLE THE ARPORT TO IMMEDIATELY CONTACT THE CONTRACTOR IN GASE OF AN | 5 G
Wi TRALER IN THE UP POSITION o AERONAUTIC EMERGENCY THAT WOULD REQUIRE ACTION BY THE CONTRACTOR o o
; R . 2 AND/OR HiS PERSONNEL. 5
142
HAUL ROUTE AND VEHICLE PARKING £ O . siw 5
RUNWAY 4-22 S Lo L 50 [ & -
THE CONTRACTOR WILL USE THE DESIGNATED HAUL ROUTE AND PP o i & o
PARKING AREA AS SHOWN ON THIS SHEET AND IN  ACCORDANCE WITH U % RUNWAY € “‘E g
THE SPECIAL PROVISIONS. THE PROPOSED PARKING ARFA WILL BE & Ty =
APPROXIMATELY 250° X 250°, POSITIONED AS SHOWN. THE HAUL =
ROUTE WILL BE LOCATED AS SHOWN. THE CONTRACTOR WILL BE EXISTING PAVEMENTS L EXISTNG RUNWAY N
REQUIRED TO MAINTAIN THE PROPOSED HALL ROUTE AND PARKING sl5is
ARFA THROUGHOUT THE COURSE OF THE PROJECT. ANY AREAS PROPOSED CONSTRUCTION YELLOW IN COLOR SIS
DAMAGED OUTSIDE OF THESE AREAS WILL BE REPAIRED BY THE EXESTNG BUILDINGS ETAIL OF CROSS FOR CLOS UNWAY NN
CONTRACTOR AND AT THE CONTRACTOR'S OWN EXPENSE. AT THE NOTE: "NOT 0 SCALE® b Ak
CONCLUSION OF THE PROJECT THE CONTRACTOR WILL GRADE, = CROPOSED. HALRL ROUTE NOTE:
FERTILIZE, SEED AND MULCH THE HAUL ROUTE AND PARKING AREA AS
: = AND EQUIPMENT PARKING AREA COST OF CONSTRUCTING, PLACING, MAINTAINING AND REMOVING CROSSES e =gz
ﬁ%’%&%"ﬁﬂg@mg ;‘E’ ﬁgfg&%&- orc%?%ﬂogbum WILL BE CONSIDERED INCIDENTAL TO THE CONTRACT AND NO ADDITIONAL g2g /==
MD. PARKIG AR |NCLU§1NG LABOR,  MATERWLS, EQUPMENT PROPOSED BENCHMARK COMPENSATION WILL BE ALLOWED. ALL RUNWAY CLOSURES WILL BE N a3
A A D R EaA AL, EQUIEMENT, . ACCORDANCE WITH AL FAA ADVISORY CIRCULARS THAT RELATE TO RUNWAY e
ESTABLISHING THE TEMPORARY ACCESS TO IL ROUTE 104 WILL BE & PROPOSED BARRICADES glég’glégﬁi Egugml cggsy&%ugg g\b;zmgtoggﬁo %Hmrévég AEJIBOSURE N 5|z %
. OR TRAFFIC CONES gll12
ggNS'DEREDO’NC'DELNg‘E T& THEDPROJECT AND NO ADDITIONAL & COORDINATED WITH THE RESIDENT ENGINEER. THE CROSSES WILL BE 234 |5 g5
MPENSATION Wi ALLOWED. YELLOW [N COLOR AND SHALL BE MADE OF A SUITABLE MATERIAL AS &
APPROVED BY THE RESIDENT ENGINEER AND REVIEWED BY THE AIRPORT -
NTRA ES MANAGER. THE CROSSES WILL BE PLACED OVER THE NUMERALS AND
CONTRACTOR RESPONSIBILITI < SECURED IN A MANNER APPROVED BY THE AIRPORT MANAGER. THE o
THE CONTRACTOR'S EQUIPMENT PARKING AND STORAGE AREA WILL BE AS PROPOSED CROSSES WILL BE PLACED EACH DAY THE RUNWAY IS CLOSED g
SHOWN ON THIS SHEET. THE CONTRACTOR'S EMPLOYEES WILL PARK THER AND REMOVED WHEN THE RUNWAY IS RE-OPENED. THE CONTRACTOR WILL 7] g
VEHICLES IN THIS ARFA.  ONLY CONTRACTOR VEHICLES WILL BE ALLOWED BE RESPONSIBLE FOR THE PLACEMENT AND REMOVAL OF THE CROSSES. ZzZ §§g
OUTSIDE THIS AREA. NO ADDITIONAL COMPENSATION WILL BE ALLOWED. < 35
Rk
THE CONTRACTOR AND HIS EMPLOYEES WILL BE RESTRICTED TO THE WORK n RUNWAY 1331 , - g£2
AREA AND ALL OTHER AREAS OF THE AIRPORT ARE "OFF LIMITS™ TO THEM. J50-ENGINEER'S FIELD OFFICE NOTES §g§
2, L ‘g'
PROPOSED THE PROPOSED ENGINEER'S FIELD OFFICE WILL BE FURNISHED, MAINTAINED, AND REMOVED IN g3
T A T2 T s CroN AT ALL TAXMAY "C” ACCORDANCE WITH ITEM AR150510 "ENGINEER'S FIELD OFFICE” AS STATED ON PAGE 168 OF THE ETE
il WIDENING SUPPLEMENTAL SPECIFICATIONS AND RECURRING SPECIAL PROVISIONS, ADOPTED JULY 1, 2004. &
THE LOCATION OF THE PROPOSED ENGINEER'S FIELD OFFICE WILL BE DETERMINED AT THE
ALL WORK PERFORMED SHALL BE DONE IN A ORDERLY AND EFFECTIVE
MANNER TO MINIMIZE AL RUNWAY CLOSURES. O PRE-CONSTRUCTION MEETING. o~
TRENCHES AND/OR HOLES THAT REMAN OPEN OVERNGHT WILL REGUIRE x THE ENGINEERING FIRM WILL MAKE PAYMENT FOR AL LONG DISTANCE TELEPHONE CALLS IN - I o
BARRICADES AND/OR CONES TO INDICATE THEIR LOCATION AND PREVENT EXCESS OF ONE HUNDRED DOLLARS ($100.00) PER MONTH. g ,‘E %
ACCIDENTAL (CNTRANCE, WITHIN THE PROVECT AREA AND OUTSIDE. ANY ACTVE THE PROPOSED ENGINEER'S FIELD OFFICE WILL BE PAD FOR UNDER ITEMS: sJ80
- , N , AR150510 ENGINEER'S FIELD OFFICE _____ 1 LS. "m0 |aF
L 0 250° 500' 1000 S EE
o = [N
BAE&QAW VALF Szt SONE. T 000" EROSION CONTROL o5 S 0%
T WILL BE THE CONTRACTOR'S RESPONSIBILITY TO PLACE AND MAINTAIN o FULL SIZE SCALE: 1"= 500° THIS PROJECT WILL DISTURB MORE THAN 1 ACRE OF LAND, THEREFORE A N.P.D.ES. PERMIT WL | =4 O &g| &
BARRICADES AND TRAFFIC CONES AS DIRECTED BY THE AIRPORT MANAGER v BE REQUIRED AND A STORMWATER POLLUTION PREVENTION PLAN (SWPPP) IMPLEMENTED. THE o=
OR HIS DESIGNATED REPRESENTATIVE. THE BARRICADES WILL BE EQUIPPED \ SWPPP IS SHOWN ON SHEET 6. ¥XZs
WITH RED FLASHING OR RED STEADY-BURN LIGHTS AND 20" SQUARE X ; < é
ORANGE FLAGS. THE BARRICADES, THEIR MAINTENANCE, PLACEMENT AND 4 AIRCRAFT OPERATION LINE =
REMOVAL WILL BE CONSIDERED AS AN INCIDENTAL ITEM TO THE CONTRACT ‘ 7 ;

a —

o THE CONTRACTOR WILL LOCATE THIS LINE AT THE START OF CONSTRUCTION AND WILL PLACE
AND NO ADDITIONAL COMPENSATION WILL BE ALLOWED. ! \
A ; £ AL 50 _/ o i \[PROPOSED HAUL ROUTE FLAGGED LATH EVERY 150" ALONG IT. THIS LINE WILL BE THE LIMITS THAT ALL CONTRACTOR
IL ROUTE 104 'SND. EQUIPMENT PARKING PERSONNEL MAY VENTURE WHEN A RUNWAY IS NOT CLOSED. THE CONTRACTOR WILL MAINTAIN
THE LATH LINE FOR RUNWAYS THROUGHOUT THE PROJECT.
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